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Installation, Operation & Maintenance Manual
for OptiPure FX Series Systems

Models:  FX-22P+,  FXC-22P+, FXI-22P+, FXCI-22P+

NOTICE TO INSTALLER:

DO NOT DISCARD THIS MANUAL AFTER INSTALLATION.  THIS MANUAL CONTAINS IMPORTANT 
OPERATION, MAINTENANCE AND PRECAUTIONARY INFORMATION.  PLEASE PRESENT THIS MANUAL 
TO USER/OPERATOR/OWNER AFTER INSTALLATION.

IT IS STRONGLY ENCOURAGED THAT YOU READ THIS MANUAL BEFORE INSTALLING SYSTEM TO          
ENSURE THE BEST POSSIBLE INSTALLATION.

INSTALLATION MUST CONFORM TO ALL LOCAL AND STATE PLUMBING CODES AND REGULATIONS.

CONNECT SYSTEM TO COLD WATER SUPPLY ONLY. WATER TEMP. CAN NOT EXCEED 100ÁF/28ÁC.

DO NOT USE WITH WATER THAT IS MICROBIOLOGICALLY UNSAFE OR OF UNKNOWN QUALITY        
WITHOUT ADEQUATE DISINFECTION BEFORE OR AFTER THE SYSTEM.

NOTICE TO USER/OPERATOR/OWNER:

PLEASE COMPLETE THE PRODUCT REGISTRATION CARD AND MAIL OR FAX TO MANUFAC-
TURER. PLEASE RETAIN THIS MANUAL FOR FUTURE REFERENCE FOR PARTS, MAINTENANCE OR       
TROUBLE-SHOOTING.

IT IS  RECOMMENDED THAT ALL PERSONNEL RESPONSIBLE FOR OPERATION AND MAINTENANCE 
OF THIS PRODUCT READ THE PRECAUTIONS, OPERATION AND MAINTENANCE SECTIONS OF THIS      
MANUAL.ɯ
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Maximum Pressure:  125 psi/8.6 bar  Maximum Temperature:  100ÁF/38ÁC, Min.: 35ÁF/2ÁC

Inlet/Outlet Connections:  1/2ò fnpt  Service Flow Rate:  6.0 gpm /22.7 lpm 

Gallon Rating:   FX-22P+, FXI-22P+:  60,000 gals./227,100 ltrs.   FXC-22P+, FXCI-22P+:  72,000 gals./272,520 ltrs.

Capacity:  Change filters at gallon rating or at least every 6 months or when pressure gauge needle enters the red zone on the 
outlet gauge while water is flowing through the filter system under normal operating conditions.
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