
The OptiPure M2 & M3 are compact,
wall-mount, advanced membrane
separation systems. The systems
remove a wide range of contaminants
including taste & odor-causing
chemicals, scale-causing minerals,
chlorine, chlorides and sulfates. A
special ‘selective rejection’ (SR)
membrane removes 85 to 90% of
dissolved solids, including virtually
all hardness minerals, yet leaves a
trace of minerals to prevent the
problems associated with very pure
water with little or no conductivity
(e.g. RO, distilled or deionized
water.)

Benefits:
s Produces water with the ideal properties

for flash steamers and for  brewing coffee
or espresso.

s Eliminates lime scale build-up by
removing the hardness minerals.

s Produces water that is "equipment
friendly" without adding any foreign
ingredients like calcite or polyphosphate.

s The low surface tension of OptiPure
water ensures good wetting of flash
steamer heating plates.

s Virtually eliminates water related
equipment maintenance and repairs.

s All components meet NSF and / or FDA
standards for food service.

Application Guide:
Models: OPM2, OPM3
Output: 80, 125  gpd @ 70°F
Applications: Flash Steamers

Food Warmers
Espresso Machines
Low Volume Misting Systems
Low Volume Humidifiers

OPTIMAL PURITY WATER

OptiPure M2 & M3

Optimum Purity Water
for low volume
applications.

The OptiPure M2 is a compact, wall-mount, advanced membrane separation system. The system removes a
wide range of contaminants including taste & odor-causing chemicals, scale-causing minerals, chlorine, chlorides
and sulfates. A special ‘selective rejection’ (SR) membrane removes 85 to 90% of dissolved solids, including
virtually all hardness minerals, yet leaves a trace of minerals to prevent the problems associated with very pure
water with little or no conductivity (e.g. RO, distilled or deionized water.)

Application:
The OPM2 & 3 is specifically designed for
 low volume or countertop:
• Steam Food Warmers
• Flash Steam Equipment
Also provides water with ideal characteristics for:
• Espresso Machines
• Low Volume Misting Systems
• Low Volume Humidifiers

Highlights:
Eliminates lime scale build-up by removing hardness minerals.
The low surface tension of OptiPure water ensures good wetting of flash steamer heating plates or coils.
Very compact, wall-mountable and easy to install.



OptiPure Features

All systems are complete and fully
engineered including pretreatment,
booster pump, purification, postreatment,
storage and repressurization.

High efficiency feedwater pump ensures
consistent system output independent
of variation in feedwater pressure.

User-friendly design means you don't
have to be a water expert to
successfully operate and maintain the
system.

Water quality monitor provides on-
demand display of water quality.

Special “selective rejection”
membranes provide water that’s “just
right” for foodservice applications

Advanced hydraulic design and
conservative operation of the
membranes yields better
performance and longer life.

Totally enclosed, environmentally
sealed design maintains the purity
of the water and prevents biofouling
or other contamination.

High capacity prefilter assembly for
maximum flow with minimum
pressure loss.

Two gallon stainless steel purified
water storage tank.

Efficient water saving design uses
50% less water than a leading RO
system.

Compact, space-saving wall mount
design.

Easily accesible components for easy
maintenance and repair.

Manufactured By:
FilterXpress div. of Procam Controls, Inc.
2605 Technology Drive, #300
Plano, TX 75074
Ph. 972-881-9797 FAX 972-422-6262
www.filterxpress.com

Distributed By:

Operating parameters:
Typical TDS rejection 80- 95% *
Feed Temperature 40 - 100° F (4 - 38° C)
Feed pressure 0 - 75 psi at .5 gpm
Production @70°F 3.3 gallons per hour (80 gpd)

12.5 liters per hour (300 lpd)
5.2 gallons per hour (125 gpd)
19.6 liters per hour (472.5 lpd)

* Rejection of scale forming minerals is typically > 95%.

Feedwater chemistry:
Feed TDS Up to 2000 ppm Iron (Fe) .1 mg/l max.
Feed pH 5 - 11 Turbidity <5 NTU
Hardness 20 grains or less* Manganese .05 mg/l max.
Free chlorine <2 mg/l Hydrogen sulfide 0.0

Electrical requirements:
115 VAC, 60 Hz, 2A

Space Requirements
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